
► Heavy-duty construction
► Better weight 
       distribution
► Greater stability
► Safe operation
► 20,000 to 24,000 lb. 
       capacity

A roll-off trailer
designed to work with
your 昀椀fth wheel hitch

Models RRO-2014-2A RRO-2016-2A RRO-2420-2A

Max. length carried 14’ 16’ 20’ 

Weight 5,750 lb. 6,020 lb. 7,500 lb. 

Combined axle capacity 20,000 lb. 20,000 lb. 24,000 lb. 



A) RRO-2014   B) RRO-2016   C) RRO-2420

  A) 88
B) 88
  C) 88

  A) 94
B) 94
  C) 94

  A) 280 1/2
B) 304 1/2
  C) 352 1/2

  A) 186 1/2
B) 210 1/2  
C) 258 1/2

  A) 176 3/4
B) 200 3/4
  C) 248 3/4
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Features

Options

• Tandem axles (10,000 lb. - 12,000 lb. for RRO-2420) 
with double wheels (235/185R16) and high performance 
electric disc brakes

• 8” X 3” X 3/8” steel tubing (frame)

• 6 (8 for RRO-2420) greasable 3 1/2” rollers (bronze 
bushing) (+ 2 昀椀xed for RRO-2016 and RRO-2420) 

• 2 Double action 4” lifting cylinders (5” for RRO-2420)

• 5/8” diameter cable hoist

• Sliding carriage (on Nylatron pads) with two 4’’ bore 
cylinders and 3 sheavers - (2x) 7” and (1x) 5’’

• 12 volt electric tarping system with spring-loaded 
support arms

• Re昀氀ectors and security lights (D.O.T. compliant)
• Independent hydraulic unit with a 13 HP Honda motor, 

electric starter and remote (wired) control

• Heavy duty Galtech aluminum gear pump

• Dump angle: 51°

• 1 epoxy primer coat with 2 black urethane paint coats

• Adjustable jack (manual) - optional double jack for  
RRO-2024

• 48V Hydraulic electric unit

• Adjustable double jack 
(manual)

• Camera system

• Front mud 昀氀aps

• L.E.D. lights

• Work light

• 1/8’’ checker plate 
aluminum or steel 
fenders 

• Wireless remote control

Independent hydraulic unit
with a 13 HP Honda motor
and an electric starter.

5/8’’ diameter cable hoist
with sliding carriage (on
Nylatron pads).

51° dump angle. 6 to 8 greasable 4” rollers
(bronze bushing).

12 volts electric roll-tarp
system with torsion springs.

Tandem axles (10,000  to 
12,000 lb. each) with double 
wheels.

8’’ X 3’’ X 3/8’’ steel tubing
frame.

2 double action 4’’ lift
cylinders (5” for RRO-2420).


